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IModel 0-470-H 0-470-G, -P 10-470-A 10-470-C 0-470-T, -U
Carburetion or Fuel Injection | Berndix- Bendix-Stromberg| TCM Injector Eq | TCM Injector Eq. | Marvel-Schebler
Stromberg PSH-5BO #5580 #5620 or 5827 MA-4-5 (TCM
PSD-5C (TCM#625203) #641860)
(TCM#535503)
lignition, dual magnetos NOTE 13 . . . .
[Timing, ° BTC 24 --- --- 26 24
ISpark plugs See NOTE 11
0il sump capacity, qt. 12;6usableat  |12; 10 usableat |12; 6 usableat  [12; 9 usableat  [12; 6 usable at
15° noseup and | 18° noseup and [ 15° noseup and | 34° noseup and | 15° noseup and
nosedown 14° nosedown nosedown 27° nosedown nosedown
attitudes; attitudes attitudes; attitudes; attitudes
7 usable at 10° 7 usable at 10° 10 usable at 28°
noseup and noseup and noseup and
nosedown nosedown nosedown
attitudes attitudes attitudes;
11 usable at 16°
noseup and
nosedown
attitudes
INOTES 1,2,3,5,9,10, [1,2,3,5,6,9,10,/1,2,3,5,9,10, (1,2,3,5,9,10, |1,2,3,4,5,9,10,
11 11 11 11 11

Certification Basis CAR 13
Type Certificate No. 273 issued December 4, 1952.

Production Basis P.C.508
NOTE 1. Maximum permissible temperatures:
Cylinder head
(Spark plug gasket)
Allengines except  0-470-G, -N 525°F.
0-470-G, -N 500° F.
(Bayonet thermocouple) 0-470-A, -E, -J, -N 450°F.
0-470-B, -H, -10-470-A 475°F.
0-470-G, K, -L. P, -R, -S, R, -T, -U; 10-470-C 460° F.
Cylinder barrel 290°F.
Oil inlet 225°F,
240°F. (-8, T, -U)”
NOTE 2. Fuel inlet and oil pressure limits:
Model Minimum
A, K L
-B,-E, -G, -H, M, -N
10-470-A, 0-470-B-CL, -M-CI minus plus
-G-CI minus plus
K-CI -L-CI minus plus
10-470-C minus plus
0-470-R,-S gasoline
0-470-T, -U 14.0in. gasoline

Oil pressure limits: 2-4-6 side (normal) 30 to 60 p.s.. (idle 10 p.s.i. min.)
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